




2-column 3-column

Total projection: 85/90mm 123/128mm

Centres from wall: 54/59mm 73/78mm

Centres between pipes: Length plus valves Length plus valves

Maximum working pressure: 10bar        *Manufacturing tolerances apply

Revive Column Radiators 

Supplied with wall mounting brackets 
and air vents 

Valves available to order

*Nominal
Length

No. of  
Sections

Watts
   t60

Btu
   t60

3-column radiators
300mm high

300 904mm 19 764 2605

300 1180mm 25 1005 3427

300 1502mm 32 1287 4388

300 1686mm 36 1448 4937

450mm high
450 904mm 19 1117 3808

450 1180mm 25 1470 5012

450 1502mm 32 1882 6417

450 1686mm 36 2117 7218

600mm high
600 628mm 13 995 3392

600 904mm 19 1454 4958

600 1180mm 25 1913 6523

600 1502mm 32 2449 8351

600 1686mm 36 2755 9394

*Nominal
Length

No. of 
Sections

Watts
   t60

Btu
   t60

2-column radiators
892mm high

892 398mm 8 642 2189

892 490mm 10 803 2738

1192mm high
1192 398mm 8 831 2833

1192 490mm 10 1039 3542

1492mm high
1492 398mm 8 1045 3563

1492 490mm 10 1307 4456

1792mm high
1792 398mm 8 1246 4248

1792 490mm 10 1558 5312

1992mm high
1992 398mm 8 1387 4729

1992 490mm 10 1734 5912

Support feet 
available to 

order 




